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                         Optimum Production Solutions  

 

 

 

 

 

 

 

  

 

 

 

HIC Internat ional  Co Inc, fo rmed in  1988 manufactur ing industr ia l  rubber and 

s tee l products  ISO 9001 cer t i f ied  producer  o f  Conveyor be l t  ro l le r  id ler,  Power  

Transmission be l ts  coupl ing pul ley,  Hydraul i c hose valve,  Safety rubber  sheet  

mat  qua l i ty  expor ters  o f  HIC Universal  brand to  industr ia l  t raders dis t r ibutors  o f  

USA, Austra l ia ,  UAE, Singapore,  China,  South Afr ica ,  UK, Germany,  Ta iwan 

having manufactur ing factor ies in  Delh i  and Ghaziabad UP of  Ind ia . 

Tota l  Qual i ty  Management pr inciples are fo l lowed and True 

Performance is  thus assured. 

         

      Export Excellence Award                      

during Feb 1997 

 

 

 

Subsea 

Single  Pc 

Ball  

 

and more...... 

        About HIC  
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WWWhhhyyy   HIC Universa l Steel Control Valves? 

High Pressure  Wa ter  Flow  
2-Way or Three Way or 4 Way Control                                 

by BALL & BUTTERFLY  Valve  
 
Exact Throttle of Chlorine and Oil  Control  

by GLOBE  Valve  

 Anti -Reverse Steam  Flow Check  
by NON RETURN Valve 

 

Leak -Free Sealing  
to Handle Different Flow Medium like, CFT for Steam , FKM 
Viton for Acids , GFT for Chemicals ,  GRAPHOIL for Fire,  NBR 
for General Purpo se  & Hydrocarbon , PEEK for Nuclear 
Radiation ,  POM for Natural Gas ,  PTFE Teflon for Cryogenic  
& Chemicals, MQ Sil icone for Hot Air  

 

Swift On or Off Slurry and Vapour  Control  
by Rugged PLUG  Valve 

 Tight Shut -Off Acid & Alkali  Flow Control  
by GATE Valve 

 Low Torque Precise Gas Regulating  
Instrumentation Control by Stainless Steel NEEDLE  Valve  
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Piping System hydraulic pneumatic  gas liquids flow pressure control safe direct -acting fittings  ball 

valves manufactured of forge d stainless steel SS316 / SS304 / carbon steel / investment casting body, 

while quick release coupling check valve coupler adaptor set manufac tured of stainless steel SS316L 

/ SS304 / carbon steel chrome plated body, whereas camlock coupling plus cam arm groove coupling 

fittings such as coupler -adaptor -dust cap -dust plug manufac tured of aluminium stainless steel SS304 

/ SS316 / carbon steel and needle valves manufa ctured of stainless steel SS304, SS316 body material 

industrial valves produced with  seal  material of Teflon PTFE or nitrile NBR or silicone or viton rubber 

selected ba sed on high pressure flow media and resistance to temperature, proof pressure tested 

piping valves made in India by HIC Universal.  

HIC Universal Ball control valves, Quick Release Coupling check valve, Camlock coupling, Needle flow control valves, 
Globe co ntrol valves, Gate control valves, Lubricated Plug flow control valves and Wafer type Butterfly valves 
are OOOrrr iii ggg iii nnn aaa lll    CCChhh ooo iii ccc eee by    iiinnn ddd uuu sssttt rrr iiiaaa lll    ppp iiippp iiinnn ggg    ccc ooo nnn ttt rrraaa ccc tttooo rrrsss ,,,   ppp llluuu mmm bbb iiinnn ggg    ccc ooo nnn sssuuu lll tttaaa nnn tttsss   and storage  ooo iii lll    tttaaa nnn kkk manufacturers in India, 
China, Ireland, Mexico USA North America, Canada, Latin America, Germany, UK, Singapore, Taiwan, Australia, South 
Africa, Myanmar, Indonesia, Kingdom of Saudi Arabia, Qatar, Kuwait, UAE, Malaysia and other Asian countries.  

 

Positive Connect Disconnect                              
Hydraulic Steam  & Pneumatic Air  

with QUICK RELEASE  COUPLING 

 

Safe Transfer of Flammable Liquids  
& Dry Powders  

with  CAMLOCK  COUPLING and CAM FITTING  

 

WWWhhhyyy   HIC Universal Caml ock Quick Coupling ? 

Fast Connections without Sweats  
with CAM Groove  COUPLING 

 

Push and Pull Mechanism  
Simple to Use QRC  
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   Ball Valve  Non Return 

Valve 

Butterfly Valve Needle Valve 

 
Globe Valve 

 
Gate Valve Plug Valve 

 
× High Pressure Flow Control Valve Full Bore Single piece Square Body for pressure 150# - 300# up to 8° NB. 

× Plumbing & Irrigation Water Valve Low Pressure Round Body for pressure till 70 bar up to 4° NB. 

× Pump & Pipe Valve 3 piece Round Body Nil Maintenance Management for pressure 150# - 300# up to 8° NB. 

× Flanged Ball Valve Medium Pressure 3 Piece Round Body Nil Repair Maintenance for pressure 150# -300# up to 8° 
NB. 

× Stainless Steel Industrial Valve Low Pressure Round Reduced Port for pressure till 50 bar up to 1° NB. 

× 3 Way Valve Stainless Steel Ball 'T' port  i.e., bi-directional flow, 'L' port i.e., one direction flow for pressure till 400 
bar up to 6° NB. 

× 3 piece Round Body 1/8" (3mm) to 4" NB (100mm) for pressure 300# - 800# till 2° NB. 

× Straight Pattern Stainless Steel Regulating Needle Valve for pressure till 500 bar up to 2° NB. 

× Angular Pattern Flow Meter Needle Valve (in Stainless Steel/ Carbon Steel/ Brass) for pressure till 500 bar up to 2° 
NB. 

× Wafer/Swing/Lift -up/Straight Pattern Types Cast Steel/Forged Steel/SS Non Return Check Valve for pressure 
150#,300#, 1500#, 700 bar up to 12° NB. 

× Wafer/Flanged Types Cast Iron/CS/SS Butterfly Valv e for pressure 150# up to 16° NB. 

× Forged Steel/Cast Steel/SS Globe Valve for pressure 300#, 1500# up to 12°° NB. 

× Forged Steel/CS/SS Gate Valve for pressure 300#, 1500# up to 12° NB. 

× Self Lubricating Type 2 Way/3 Way CI/CS/SS Plug Valve for pressure 150# u p to 3° NB. 

Manufacturing RANGE and SIZES 

Conforming IS 9884, BS 6755, ISO 683, 10423, 7121, 5752, 596 quality  standards  

Classified under HS Code  8481 

Rust- Proof  Posit ive Thru- f low  Shut- off Leak Free  
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  Camlock Coupling Fittings 

 
Quick Release Coupling 

 
× Slurry Viscose  sticky material transfer  hydraulic Camlock couplings  in stainless steel SS 304,  SS 316, aluminium , brass 

in ½" (12.5 mm) to 6" (150 mm) sizes in Threaded  BSP-NPT and  Flanged  as per ANSI B16.5 150 class RF or ASA 150 
class coupler adaptor sets.  

× Quick connector cam arm  Coupler  male (part  B), female (part  D); Adaptor  female (part  A), male (part  F); Hose 
Shank  coupler (part  C). Adaptor (part  E). 

× QRC-T coupling disconnect quick  through  type  for industrial application up to  350  bar working pressure in stainless steel 
SS 304, carbon steel, brass in 1/4" to 2" BSP -NPT thread sizes.  

× QRC-VV check valv e ISO A-7241 Duo Check  stucchi interchangeable for hydraulic application up to  350  bar wp in 
stainless steel SS 304, SS316, carbon steel in 1/4° to 3°sizes coupler and adaptor sets. 

× Steam  flow quick couplings  up to  200 deg  C temperature  Seal material suggested is  Silicon  while rubber seal  Viton  up 
to 250  deg C high temp. Use.  

× QRC-HP hydraulic  High Pressure  couplings Double Shut -off  walther USA interchangeable up to  980  bar wp in carbon 
steel in 1/4° to 3/4°sizes coupler and adaptor sets. 

× QRC-JS   High Pressure Jack Screw  couplings Double Check  innerpack American interchangeable up to  735  bar wp in 
carbon steel in 1/4° to 1/2°sizes coupler and adaptor sets. 

× QRC-V  Air  couplings S V 10 Single Check  pneumatic  nitto Japan interchangeable up to  20 bar wp in carbon steel , SS304 
, SS316, brass in 1/4° to 2°sizes coupler and adaptor sets. 

× QRC-Snap -tite St yle  quick disconnect couplings liquid ammonia flow use  adflow American interchangeable non -return 
valve in SS316 , SS304 in 1/4° to 2°sizes coupler and adaptor sets. 

× QRC-Push Pull  quick connect hydraulic couplings snap -tite interchangeable  up to  315  bar 
wp  construction  vehicles  usage in SS304 , brass in 1/4° to 1-1/2°sizes. 

× QRC-Trailer Break  ISO-5675 agricultural farm equipment couplings  up to  345  bar wp  in SS304, brass in 1/4° to 1-
1/4°sizes. 

× QRC-Poppet Style  hose couplings quick disconnect  in configuration double shut off, single check, straight through up 
to 750  bar wp  in SS304 ,carbon steel, brass, aluminium , SS316 in 1/4° to 6°sizes. 

Manufacturing RANGE and SIZES 

Conforming ISO 7241, DIN 2826, MIL-C-27487 quality  standards  

Classified under HS Code  8414, 8412 

Rust- Proof  Posit ive Thru- f low  Shut- off Leak Free  
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Nomenclature of Ball Valves  
Size, Test Pressure, Body Material, Seal to Control Flow: Technical Data 

 
3 WAY-4WAY 

Pressure  S/E- up to 400 Bar F/E -Up to 300#  

Size 1/4ó [6MMNB]- 6ó  [150MMNB] 

Material made -up  Carbon Steel/ Stainless Steel  

Body & Stem Seal  PTFE/NBR/FPM 

Temp. Range  200c + 150 0c  

Ball Seat  POM/PEEK/PTFE/GFT 

End Conn ection  Screwed -BSP(ISO-228 T1) NPT Male/Female ð 

Flanged ASA/BS  

Accessories  Gear Box, Actuators, locking device, limit 

switches proximity switches( for position 

indication and remote controls)  
 

Design - HIC 01240M 

 
 

2 WAY High Pressure 
Pressure up to 1000 Bar  

Size 1/4ó [6MMNB]- 4ó  [100MMNB] 

Material  made -up  Carbon Steel/ Stainless Steel  

Body & Stem Seal  PTFE/NBR/FPM 

Temp. Range  400c + 20 00c  

Ball Seat  POM/PEEK/PTFE/GFT/CFT 

End Conn ection  Screwed -BSP(ISO-228 T1) NPT Male/Female 

Extended Nipple, Male Threads DIN 2353 L / 

DIN- 2353 S 

Accessories  Gear Box, Actuators, locking device, limit 

switches proximity switches( for position 

indication and remote controls)  

Design - HIC 01820     

 

 

2 WAY High Pressure 
Pressure up to 400 Bar  

Size 1/2 ó [12MMNB] - 4ó  [100MMNB] 

Material  mad e-up  Carbon Steel/ Stainless Steel  

Body  & Stem Seal  PTFE/NBR/FPM 

Temp. Range  400c + 20 00c  

Ball Seat  POM/PEEK/PTFE/GFT/CFT 

End Conn ection  SAE -4 Bolt 3000 PSI and SAE -4  Bolt 6000 PSI 

Accessories  Actuators, locking device  
 

Design - HIC 01240     

 

 

Rust- Proof  Posit ive Thru- f low  Shut- off Leak Free  
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Nomenclature of Ball Valves 

 

2 WAY 1PC/2PC/3PC Flanged End  
Pressure 150# -  300#  

Size 1/2ó [12MMNB] - 8ó  [200MMNB] 

Material  made -up  Cast Steel/ Stainless Steel  

Body  & Stem Seal  PTFE/Grafoil  

Temp. Range  200c + 15 00c  

Ball Seat  PTFE/GFT/CFT 

End Conn ection  ASA/BS/DIN 

Accessories  Gear Box, Actuators, locking device, 

limit switches proximity, switches( for 

position i ndication and remote 

controls)  
 

Design - HIC 01230 / 01240F 

  

                                                         

ANSI 150# 

Size 

NB 
A B C D E F G 

15 108 35 11 89 4 60 16 

20 118 43 13 98 4 70 16 

25 127 51 14 108 4 79 16 

40 165 73 14 127 4 98 16 

50 178 92 16 152 4 121 19 

65 190 105 17 178 4 140 19 

80 203 127 19 190 4 152 19 

100 229 157 24 229 8 190 19 

125 254 186 24 254 8 216 22 

150 267 216 25 279 8 241 22 

200 292 270 29 343 8 298 22 
 

ANSI 300# 

Size 

NB 
A B C D E F G 

15 140 35 14.2 95 4 66.6 16 

20 152 43 15.8 117.5 4 82.5 19 

25 165 51 17.5 124 4 89 19 

40 191 73 21 156 4 114 22 

50 216 92 22 165 8 127 22 

65 241 105 25 190 8 149 22 

80 282 127 29 209 8 168 22 

100 305 157 32 254 8 200 22 

125 381 186 35 279 8 235 22 

150 403 216 37 318 12 270 22 

200 419 270 41 381 12 330 25 
 

ANSI 600# 

Size 

NB 
A B C D E F G 

15 165 35 20.5 95 4 66.6 16 

20 190 43 22.6 117.5 4 82.5 19 

25 216 51 23.8 124 4 89 19 

40 241 73 28.6 156 4 114.3 22 

50 292 92 31.7 165 8 127 19 

65 330 105 34.8 190 8 149 22 

80 356 127 38.1 209 8 168 22 

100 432 157 44.5 273 8 216 25.4 

125 -- 186 44.5 330 8 266.5 28.4 

150 559 216 54.1 355.6 12 292.1 28.4 

200 -- -- -- -- -- -- -- 
 

 

TEST PRESSURE 

CLASS HYDROSTATIC SEAT TEST AIR TEST 

150#  31.5 kg/cm 2 22 kg/cm 2 7 kg/cm 2 

300#  79 kg/cm 2 58 kg/cm 2 7 kg/cm 2 
 

 

Rust- Proof  Posit ive Thru- f low  Shut- off Leak Free  
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Nomenclature of Ball Valves 

 

 

2 WAY Low Pressure 
Pressure Up to 70 Bar  

Size 1/4ó [6MMNB] - 4ó  [100MMNB] 

Material  made -up  Cast Steel/ Stainless Steel  

Body  & Stem Seal  PTFE/NBR 

Temp. Range  400c + 15 00c  

Ball Seat  PTFE/GFT/CFT 

End Conn ection  Screwed -BSP(ISO-228 T1) NPT Male/Female 

Extended Nipple.  

Accessories  Locking device  
 

Design - HIC 01240S   

 

 

2 WAY 3PC Screwed End  
Pressure 300# -  800# 

Size 1/2ó [12MMNB] - 2ó  [50MMNB] 

Material  made -up  Forged  Steel/ Ca st Steel/ Stainless Steel 

Body  & Stem Seal  PTFE/Grafoil  

Temp. Range  200c + 15 00c  

Ball Seat  PTFE/GFT/CFT 

End Conn ection  Screwed -BSP (ISO-228 T1) NPT Male/Female 

Extended Nipple.  

Socket Weld/Butt Weldable Type  

Accessories  Actuators, Locking device  
 

Design - HIC 01430 

  

 

2 WAY Medium Pressure  

Pressure Up to 100 Bar  

Size 1/8 ó [3MMNB] - 4ó  [100MMNB] 

Material  made -up  Forged  Steel/ Stainless Steel  

Body  & Stem Seal  PTFE/NBR 

Temp. Range  400c + 15 00c  

Ball Seat  PTFE/GFT/CFT 

End Conn ection  Screwed -BSP (ISO-228 T1) NPT 

Male/Female Extended Nipple.  

Accessories  Actuators, Limit Switches  
 

Design - HIC 01830 

 

 

 

Rust- Proof  Posit ive Thru- f low  Shut- off Leak Free  
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Nomenclature of Ball Valves 

 

2-3 WAY Compact  
Pressure Up to 1000 Bar  

Size 1/4 ó [6MMNB] - 2ó  [50MMNB] 

Material  made -up  Carbon  Steel/ Stainless Steel  

Body  & Stem Seal  PTFE/NBR/FPM 

Temp. Range  400c + 20 00c  

Ball Seat  POM/PEEK/PTFE 

End Conn ection  Valve Body is flanged directly to the 

manifold with ôOõ Ring face seals. 

Accessories  Actuators, Locking device, limit switches, 

proxim ity switches (for position indication 

and remote controls)  
 

                  Design - HIC 01830 

     

 

2 WAY Reduced Port  
Pressure Up to 50 Bar  

Size 1/8 ó [3MMNB] - 1ó  [25MMNB] 

Material  made -up  Mild  Steel/ Stainless Steel / Brass 

Body  & Stem Seal  PTFE/NBR 

Temp. Range  400c + 15 00c  

Ball Seat  PTFE 

End Conn ection  Screwed -BSP (ISO-228 T1) NPT Male/Female  
 

                  Design - HIC 01410 

 

 

2 WAY Direct Mounting Flange  
Pressure Up to 1000 Bar  

Size 1/4 ó [6MMNB] - 4ó  [100MMNB] 

Material  made -up  Carbon  Steel/ Stainless Steel  

Body  & Stem Seal  PTFE/NBR/FPM 

Temp. Range  400c + 20 00c  

Ball Seat  POM/PEEK/PTFE/GFT/CFT 

End Conn ection  Screwed -BSP(ISO-228 T1) NPT Male/Female 

Extended Nipple, Male Threads DIN 2353 L / 

DIN- 2353 S 

Accessories  Gear Box, Act uators, locking device, limit 

switches proximity switches( for position 

indication and remote controls)  
 

                  Design - HIC 01240DM 

 

 

Rust- Proof  Posit ive Thru- f low  Shut- off Leak Free  
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Nomenclature of Ball Valves 

2 WAY with SAE Split Flange  
Pressure Up to 4 00 Bar 

Size 1/2 ó, 3/4", 1ó Block Body Type 

1 ĳó, 1 Ĳó, 2ó Forged Body Type 

Material  made -up  Carbon  Steel/ Stainless Steel  

Body  & Stem Seal  PTFE/NBR/FPM 

Temp. Range  400c + 20 00c  

Ball Seat  POM/PEEK/PTFE/GFT/CFT 

End Conn ection  SAE Spli Flange NPT 

Accessories  Gear Box, Actuators, locking device, limit 

switches proximity switches( for position 

indication and remote controls)  

Spare Seal Kits & ôOõ Rings 
 

                  Design - HIC 01820SF 

 

GA Drawing of Ball  Valves 

 
3 PC Ball Valves Full Bore Flanged End ASA ð 

150# & 300# 

 

3 PC Ball Valves Reduced Bore Flange En d ASA 

ð 150# & 300# 

 

2 PC Ball Valves Full Bore Flanged End ASA ð 

150# & 300# 

 

2 PC Ball Valves Reduced Bore Flange ASA ð 

150# & 300# 

 

3 PC Ball Valves Socket Weld End ASA ð 150 

 

3 PC Ball Valves T.C End ASA ð 150                      

 

Rust- Proof  Posit ive Thru- f low  Shut- off Leak Free  
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Nomenclatu re of Non Return Valves  
Size, Test Pressure, Body Material to Check One Direction Flow: Technical Data 

 

Non Return/ Check  
Pressure CV1 ð 70 Bar 

CV2 ð 1500# 

CV3 ð 300# 

CV4 ð 150# 

Size CV1[ Straight Pattern] 1/4 ó [6MMNB] - 2ó  [50MMNB] 

CV2[ Lift Up] 1/2 ó [12MMNB] - 2ó  [50MMNB] 

CV3[ Swing Type] 1 ó [25MMNB] - 8ó  [200MMNB] 

CV4[ Wafer Type] 2 ó [50MMNB] - 12ó  [300MMNB] 

Material  made -up  Cast Steel/ Forged Steel/ Stainless Steel/ Brass 

End Connection  SE/SW/FE-ASA/BS 
 

Design - HIC 01820SF 

 

 

Nomenclature of Butterfly Valves  
Size, Test Pressure, Body Material to Control Flow: Technical Data 

 

Wafer & Flanged Type  
Pressure 150# 

Size 2 ó [50MMNB] - 16ó  [400MMNB] 

Material  made -up  Cast Iron/ Cast  Steel/ Stainless Steel  

Body & Disc Liner  Nitrile/ EPDM/ PTFE 

End Connection  Wafer & Flanged type ð ASA/BS 

 

 

Design - HIC BTFV1        

 

Nomenclature of Needle  Valves 
Size, Test Pressure, Body Material, Seal to Regulate Flow: Technical Data 

Straight Port - NV1 Angle Type NV2  
Pressure S/E up to 500 Bar F/E up to 300#  

Size 1/8 ó [3MMNB] - 2ó  [50MMNB] 

Material  made -up  Carbon Steel/ Stainless Steel  /Brass/ CA 104  

Body & Stem Seal  PTFE/NBR/FPM/Grafoil 

Temp. Range  200c + 50 00c  

End Connection  Screwed -BSP(ISO-228 T1) NPT Male/Female ð Flanged 

ASA/BS 
 

Design - HIC 01820SF      

 

Rust- Proof  Posit ive Thru- f low  Shut- off Leak Free  
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Nomenclature of Globe  Valves 
Size, Test Pressure, Body Material, Seal to Control Throttling : Technical Data 

Globe  
Pressure 1500# 

300# 

Size 1/2 ó [12MMNB] - 2ó  [50MMNB] 

1 ó [25MMNB] - 12ó  [300MMNB] 

Material made -up  Forged Steel/ Cast Steel / Stainless Steel 

Body & Stem Seal  PTFE/Grafoil 

End Connection  GLV1 ð Screwed/Socket/Butt Weldable  

GLV2 ð ASA/BS/DIN 
 

Design - HIC GLV1/GLV2   

 

DIMENSION TABLE ND 40 

Size 

NB 
L B F D T E G 

15 130 45 65 95 14 4 14 

20 150 58 75 105 16 4 14 

25 160 68 85 115 16 4 14 

40 200 88 -- 150 16 4 16 

50 230 102 125 165 18 4 19 

65 290 122 145 185 18 8 19 

80 310 138 160 200 20 8 19 

100 350 158 190 220 20 8 19 

125 400 188 220 270 25 8 27 

150 480 212 250 285 26 8 27 

200 600 265 320 375 30 12 30 
 

 

TEST PRESSURE  

CLASS 

150 PSIG HYDROSTATIC 
PNEUMATIC 

TEST 

MAX 

TEMP BODY SEAT & BACK SEAT 

ND 40 60 kg/cm 2 40 kg/cm 2 7 kg/cm 2 454 C 
 

 

Nomenclature of Gate  Valves 
Size, Test Pressure, Body Material, Seal to Control Flow: Technical Data 
 

Gate  
Pressure 1500#            300# 

Size 1/2 ó [12MMNB] - 2ó  [50MMNB] 

1 ó [25MMNB] - 12ó  [300MMNB] 

Material made -up  Forged Steel/ Cast Steel /Stainless Steel   

Body & Stem Seal  PTFE/Grafoil 

End Connection  GTV1 ð Screwed/Socket/Butt Weldable  

GTV2 ð ASA/BS/DIN 
 

Design - HIC GTV1/GTV2                   
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DIMENSION TABLE ð 150# 

Size 

NB 
25 40 50 65 80 100 125 150 200 

A 127 165 178 190 203 229 254 267 292 

B 51 73 92 105 127 157 186 216 270 

F 79.2 98.5 121 140 152 190 216 241 298 

D 108 127 152 178 190 229 254 279 343 

T 14 14 16 17 19 24 24 25 29 

E 4 4 4 4 4 8 8 8 8 

G 16 16 19 19 19 22 22 22 22 
 

 

TEST PRESSURE  

CLASS 

HYDROSTATIC 
PNEUMATIC 

TEST 

WORKING 

TEMP BODY 
SEAT & 

BACK SEAT 

150 30 kg/cm 2 22 kg/cm 2 7 kg/cm 2 500 F Max 
 

 

Nomenclature of Plug  Valves 
Size, Test Pressure, Body Material, Seal to Shut-Off Vapour: Technical Data 

 

Self Lubricating Type 2 WAY ð 3 WAY 

Pressure 150# 

Size 1 ó [25MMNB] - 3ó  [80MMNB] 

Material made -up  Cast Iron / Cast Steel / Stainless Steel  

Body & Stem Seal  PTFE/Grafoil 

End Connection  Screwed/Flanged ASA/BS  
 

                  Design - HIC PLGV2/PLGV3 

 

 

Nomenclature of Angle Type Cylinder  Valves 
Tailor -made for Warship and Submarine projects : Technical Data 

 Angle Type  

Plate mounting Ball valve for bitumen sprayer  

Screwe d X Flanged end Flush Bottom Type Ball valve  

Valves developed for warship and submarine projects  
 

Design - HIC 0500ATC 
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Nomenclature of Camlock Coupling  
Size, Dimension to Handle Liquid, Mud, Viscose, Cargo Drill Water: Technical Data 

                   

Camlock Female  Adapto r  A  

Serial No.  Camlock Size  A/F  C ØD 

1 1/2" 25 40 22.7 

2 3/4" 33 43.6 32.1 

3 1" 38.5 48.1 36.7 

4 1 1/4" 48 55 45.5 

5 1 1/2" 54 55.5 53.4 

6 2" 66.5 62 63 

7 2 1/2" 80.5 86.3 75.8 

8 3" 96 70.2 91.5 

9 4" 130.5 79.9 119.5 

10 5" 155.5 80.9 145.5 

11 6" 183.5 94.1 176.3 

All dimensions are in mm; dimensions subject to change without notice please.  

  

Camlock Male  Coup ler  B  

 

Serial No.  Camlock Size  A B C 

1 1/2" 119.4 54.7 54.1 

2 3/4" 113.0 53.0 49.3 

3 1" 133.1 63.2 63.5 

4 1 1/4" 180.0 84.0 66.0 

5 1 1/2" 190.6 82.1 72.6 

6 2" 198.6 94.1 84.7 

7 2 1/2" 210.0 109.2 83.9 

8 3" 253.2 132.8 92.5 

9 4" 272.2 160.4 93.2 

10 5" 354.0 200.0 115.5 

11 6" 422.0 258.0 112.0 

All dimensions are in mm; dimensions subject to change without notice please.  
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Serial No.  Camlock 

Size 
A B C H ØD 

1 1/2" 114.0 52.0 84.0 52.3 15.2 

2 3/4" 113.9 52.0 84.0 52.3 20.9 

3 1" 120.5 60.2 106.9 60.9 26.1 

4 1 1/4" 177.0 80.0 112.0 57.0 34.6 

5 1 1/2" 189.4 83.6 112.5 68.5 39.7 

6 2" 193.7 95.0 129.6 79.7 52.5 

7 2 1/2" 211.0 106.8 139.2 87.0 65.9 

8 3" 241.9 133.5 162.1 104.7 77.1 

9 4" 263.0 158.0 163.0 93.0 102.5 

10 5" 336.0 200.0 191.5 125.0 131.2 

11 6" 402.7 229.3 230.0 165.0 149.6 

All dimensions are in mm; dimensions subject to change without notice please.  
 

Camlock Hose Coup ler  C  

 

 

 

Serial No.  Camlock Size  A B C A/F  

1 1/2" 105.0 46.0 42.5 25.5 

2 3/4" 115.0 53.0 46.0 32.0 

3 1" 133.3 61.3 55.3 38.5 

4 1 1/4" 177.0 80.0 63.0 50.0 

5 1 1/2" 188.0 92.3 66.0 54.5 

6 2" 198.4 100.7 75.7 66.5 

7 2 1/2" 211.3 111.7 82.3 81.5 

8 3" 244.2 134.4 87.2 94.5 

9 4" 280.0 163.0 100.9 124.0 

10 5" 306.4 192.0 106.3 153.5 

11 6" 418.9 245.2 113.0 185.0 

All dimensions are in mm; dimensions subject to change without notice please.  
 

Camlock  Fe ma le  Coup le r  D  

 

 

 

Serial No.  
Camlock 

Size 
ØD1 C ØH ØD L 

1 1/2" 34.0 70.5 15.0 32.5 38.0 

2 3/4" 32.7 87.0 22.0 32.1 51.3 

3 1" 41.5 99.0 27.0 36.7 54.7 

4 1 1/4" 54.5 110.0 34.0 45.5 56.0 

5 1 1/2" 55.4 114.4 39.2 53.4 60.6 

6 2" 66.7 131.5 52.6 63.0 69.7 

7 2 1/2" 81.1 142.5 66.5 75.8 80.3 

8 3" 101.5 144.1 79.4 91.5 81.3 

9 4" 123.7 175.2 102.3 119.5 141.2 

10 5" 166.5 199.2 132.0 146.0 121.4 

11 6" 209.1 246.7 157.5 175.3 159.9 

All dimensions are in mm; dimensions subject to change without notice please.  
 

Camlock Hose Adap tor  E  
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Serial No.  Camlock Size  A/F  C ØD 

1 1/2" 34.0 49.0 32.0 

2 3/4" 32.5 55.0 32.1 

3 1" 40.0 66.0 36.7 

4 1 1/4" 48.0 77.0 45.5 

5 1 1/2" 55.5 76.8 53.4 

6 2" 65.0 86.6 63.0 

7 2 1/2" 81.0 99.5 75.8 

8 3" 92.5 100.0 91.5 

9 4" 120.5 113.3 119.5 

10 5" 156.0 130.4 146.0 

11 
6" 179.5 139.8 175.8 

All dimensions are in mm; dimensions subject to change without notice please.  

 

Camlock Male  Adap tor  F  

 

 

 

Serial No.  
Cam Groove  Coupling 

Size 
ØD ØE F C 

1 1/2" 32.6 14.0 29.0 37.0 

2 3/4" 32.6 19.0 29.0 37.0 

3 1" 36.5 24.0 32.0 42.0 

4 1 1/4" 45.4 27.0 39.0 51.0 

5 1 1/2" 53.3 36.0 41.0 51.0 

6 2" 63.0 45.0 49.0 60.0 

7 2 1/2" 75.8 57.5 46.0 58.0 

8 3" 92.0 71.0 53.0 64.0 

9 4" 119.4 80.0 53.0 66.0 

10 5" 146.0 86.0 54.0 67.0 

11 6" 176.0 86.0 54.0 68.0 

All dimensions are in mm; dimensions subject to change without notice please.  
 

Camlock Dust  Cap  

 

 

 

Serial No.  Cam Groove Coupling Size  ØD ØE F C 

1 1/2" 32.6 14.0 29.0 37.0 

2 3/4" 32.6 19.0 29.0 37.0 

3 1" 36.5 24.0 32.0 42.0 

4 1 1/4" 45.4 27.0 39.0 51.0 

5 1 1/2" 53.3 36.0 41.0 51.0 

6 2" 63.0 45.0 49.0 60.0 

7 2 1/2" 75.8 57.5 46.0 58.0 

8 3" 92.0 71.0 53.0 64.0 

9 4" 119.4 80.0 53.0 66.0 

10 5" 146.0 86.0 54.0 67.0 

11 6" 176.0 86.0 54.0 68.0 

All dimensions are in mm; dimensions subject to change without notice please.  
 

Camlock Dust  P lug  
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Nomenclature of Quick Coupling  
Size, Dimension of Hydraulic and Pneumatic Air to Handle Flow: Technical Data 

QRC DOUBLE CHECK Type Design (QRC -VV) 

 

Sr. 

No.  

Size Type C 

L1 in mm  

A 

L2 in mm  

C+A  

L3 in mm  

Maximum 

Diameter in 

MM  

Working 

Pressure in 

PSI 

Test Pressure 

PSI 

1 1/8ó BSP QRC-VV1 44 33 58 23 4000 6000 

2 1/4ó BSP QRC-VV2 58 40 72 32 4000 6000 

3 3/8ó BSP QRC-VV3 66 46 80 38 4000 6000 

4 1/2ó BSP QRC-VV4 71 50 90 44 3500 5000 

5 3/4" BSP QRC-VV5 77 55 98 48 3000 4500 

6 1ó BSP QRC-VV6 85 63 112 58 3000 4500 

7 1-1/4ó BSP QRC-VV7 94 65 120 72 2000 3000 

8 1-1/2ó BSP QRC-VV8 113 80 144 89 2000 3000 

9 2ó BSP QRC-VV9 127 88 152 105 1000 2000 

* Manufacture of other type & style under take for which please send used specimen sample and  details as indicated in min. Information required while 

sending enquiry be sent.  

QRC SINGLE CHECK Type Design ( QRC-V) 

 

Sr. No. Size Type A D 

 in mm  

F 

 in mm  

F1  

in mm  

L1 

in mm  

L2  

in mm  

L3 

in mm  

W.P 

PSI 

1 1/8ó  QRC-V1 1/8ó BSP 19 16 14 41 27 54 500 

2 1/4ó  QRC-V2 1/4ó BSP 24 21 19 53 33 70 500 

3 3/8ó  QRC-V3 3/8ó BSP 24 22 22 55 35 73 500 

4 1/2ó  QRC-V4 1/2ó BSP 34 28 28 68 42 89 500 

5 3/4"  QRC-V5 3/4" BSP 40 35 32 83 46 107 500 

6 1ó  QRC-V6 1ó BSP 42 50 40 84 50 111 500 

7 1-1/4ó  QRC-V7 1-1/4ó BSP 49 50 50 89 54 120 500 
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